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THIS COPY 1S PROVIDED ON A RESTRICTED BASIS AND IS NOT TO BE USED IN ANY WAY DETRIMENTAL TO THE INTERESTS OF PANDUIT CORP.

PANDUI T WE IGHT
17.42 [442.5] > PART NO. (APPROX . )
.79 [20. 1] — @ar///f—fRETENTION CAP SNAPS ONTO CONNECTOR DP24sE88T0Y l.25 1o (567 g)
NOTES:
I. SEE CURRENT CATALOG FOR VARIOUS

APPLICATIONS AS WELL AS OPTIONAL ICONS.
2. MATERITAL:

PANEL HOUSING: STEEL
RJ45 MODULE: THERMOPLASTIC RESIN
UuLs4v-o0
PUNCHDOWN BLOCKS: THERMOPLASTIC
RESIN ULS4V-0
IQHOO[}SZHS} BEZEL ASSEMBLY : BESEMOELASTIC RESIN

RETENTION CAP:

THERMOPLASTIC RESIN UL94V-0
18.44 [468. 4] 3., 24 PORT PATCH PANEL 8 POSITION
8 WIRE.
4, THE PATCH PANEL 1S DESIGNED FOR
MOUNTS TO 19" MOUNTING TO 19" UNIVERSAL RACKS.
—| =—1.25[31.8] UNIVERSAL RACKS 5. FOUR (4) 12-24 X 1/2" ROUND HEAD

SCREWS AND (4) METRIC MGBEx1x15MM

SCREWS ARE PROVIDED FOR FASTENING
— 3.65 TYP

TO RACKS.
6. DIMENSIONS IN [ 1 ARE IN METRIC.
7. USE 110 STYLE TERMINATION
TOOL FOR PUNCH DOWN. LN
8. RETENTION CAPS —/
(ONE PER CONNECTOR)
PROVIDED FOR SNAP-IN ON TERMINATED
CONNECTORS.
t—fuze
[7.1]
E°72] CID**-C & CIP**-C, PHONE OR DATA ICON I
43.7 LOCATED HERE, IDENTIFIES INDIVIDUAL PORT.
OPTIONAL, NOT SUPPLIED. DP2459E 88 T16Y
TITLE
DP5E 24 PORT PATCH PANEL A
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UNLESS OTHERWISE SPECIFIED,
DIMENSIONAL TOLERANCES ARE: IN [ mm]]
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