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FEATURES

Part Number: ZICM357SP0
Transmit Power: +8 dBm
Sensitivity: -100 dBm

RF link budget: +108 dB

ZICM357SP2
+20dBm
-103 dBm
+123dB

e Industry’s premier ZigBee Pro stack:
EmberZNet PRO™

e Supports Mesh, point-to-point, and
point-to-multipoint networks

e Integrated PCB antenna
- FCC, IC, & CE certifications
- Optional RF port for external antenna

* Mini footprint: 0.94” x 0.65”
(23.9 x 16.6mm)

e Advanced Cortex-M3 processor
192KB Flash; 12KB RAM
SPI Master / Slave, TWI, UART
Timers, Serial Wire / JTAG Interface
5-channel, 14-bit ADC

¢ Advanced Power Management 23 GPIO Pins
* Network Speed: 250Kbps
® 16 RF channels

SPECIFICATIONS APPLICATIONS

» Frequency : 2405 to 2480 MHz
» Operating Voltage: 2.1t0 3.6 V
» Output Power : +8 dBm and +20 dBm
» Rx Sensitivity : -100 dBm and -103 dBm
» Power Consumption:
Transmit Mode: 44mA @ +8 dBm
150 mA @ +20 dBm

» Smart Energy / Grid Markets
Thermostats, In-Home-Display,
Smart Plugs

» Building automation and control

» Lighting: fixture and control

» Solar inverter and control

» Home automation and control

Receive Mode: 30 mA and 34 mA Energy Management
Sleep Mode: 1 uA Security Devices
» Operating Temperature: -40°C to +85°C HVAC Control
» AES encryption » General ZigBee wireless sensor
» RoHS Compliant networking
» Regulatory Certification: FCC/IC/CE
BLOCK DIAGRAMS
See Data Sheet for more information.
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[@3X MeshConnect™ EM357 Product Family

MeshConnect™ EM357 Mini Modules MODULE DIMENSIONS (inches)

See Data Sheet for Pin Outs, RF and Electrical Specifications.

ZICM357SP0-1 +8 dBm Output Power, PCB Trace antenna
ZICM357SP0-1C +8 dBm Output Power, with RF port castellation pin for external antenna » ] A
MeshConnect
ZICM357SP2-1 +20 dBm Output Power, PCB Trace antenna EM300 Series Module
M35xS] -00-00-00- RF Shield
ZICM357SP2-1C +20 dBm Output Power, with RF port castellation pin for external antenna Ze ER000 0020 00000 \‘

e

ZICM-EM35X-DEV-KIT-2 | MeshConnect EM35x Ember Companion Kit for Ember EM35x Dev Kits
MeshConnect™ EM357 Module
ZICM357P2-1 +20 dBm Output power, PCB Trace antenna, 1MB additional Flash

Pin33
Pin1

——
0.940”

+20 dBm Output power, with U.FL Connector for external antenna, 1MB

21CM357P2-2C additional Flash

ZICM357P2-1-NF +20dBm Output Power, PCB Trace Antenna (No 1 MB Flash memory)
+20 dBm Output power, with U.FL Connector for external antenna
ZICM357P2-1C-NF (No 1 MB Flash memory) Pin11 Pin22
ZICM357P2-KIT1-1 +20 dBm Engineering Development Kit M

}«—| 0.062”

ZICM-EM35X-DEV-KIT-1 MeshConnect EM35x Ember Companion Kit for Ember EM35x Dev Kits le——>]0.152" MAX
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EM35x Ember Companion Kit
MESHCONNECT EM357 DEVELOPMENT KIT

Ember Companion Kit:

CEL's MeshConnect EM35x Ember Companion Kit is designed to
work with the Ember development kits [EM35X-DEV and EM35X-
DEV-IAR]. Each module in this CEL kit is soldered on a carrier board
making it pin-for-pin compatible with the Ember development

SR

board. \"M““ & e , CEL

9 - -

o . .
o~ MeshConnect®

For more information regarding MeshConnect Development Kits, -~
refer to the respective development kit user guides documents. -
(Available at CEL’s website www.cel.com/MeshConnect)

Kit Contents:

+ ZICM357SP0-1 modules (2)
+ ZICM357SP0-1C module (1)
+ ZICM357SP2-1 modules (2)
+ ZICM357SP2-1C module (1)
+ Online Documentation
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